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Drawing notes:
See 3D-model for further details.1.
I/O connector versions2.
a. 23 pos AMPseal blk.
b. 35 pos AMPseal blk.

3.     Weight is ± 10%  
4.     Fuse connection (M8) stud is optional.
5.     Studs (5x M8) at terminals are optional. 

Rev Change note (from PDMW) Changed Date

01 LHN 2017-03-07

Th
is 

do
cu

m
en

t m
us

t n
ot

 b
e 

co
pi

ed
 w

ith
ou

t o
ur

 c
on

se
nt

, n
or

 m
us

t i
ts

 c
on

te
nt

s b
e 

m
ad

e 
kn

ow
n

to
 o

th
er

s o
r o

th
er

w
ise

 u
na

ut
ho

riz
ed

ly
 u

se
d.

 In
m

ot
io

n

x A4
F

E

D

4

C

B

A

1 2 3 4

F

E

D

C

B

A

Document No. Rev

Description

Initial DesignerStatus

Page No.

   

1(1)

Projection View

Weight General Tolerance General Roughness

Surface Treatment:

Units

Ra: mmreleased 4,8 kg

Material:

01

LHN

Fil
e:

 M
C

00
16

89
X

Standard ACS G7 L Heatsink C

MC001689B

D
rw

 re
v:

 1


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4


